(0.049'") PITCH CONNECTOR

. Material
Wire to Board
1 HOUSING PBT, UL94V-0
Connectors
Available Pin
12513HS-04L 8.20 5.20 3.75
12513HS-05L 9.45 6.45 5.00
12513HS-06L 10.70 7.70 6.25
12513HS-07L 11.95 8.95 7.50
12513HS-08L 13.20 10.20 8.75
12513HS-09L 14.45 11.45 10.00
12513HS-14L 20.70 17.70 16.25
12513HS-15L 21.95 18.95 17.50
12513HS-20L 28.20 25.20 23.75
e ~ 12513HS-30L 40.70 37.70 36.25
A
C
1.25(FITCH)
i i L L B e e e e A il Specification
Ej Voltage Rating AC/DC 125V
Current Rating AC/DC 1A
Operating Temperature -25C~+85TC
Contact Resistance 30mQR MAX
B Withstanding Voltage AC250V/1min
: Insulation Resistance 100MQ MIN
I ] Applicable Wire AWG #28~#32
L J Applicable P.C.B -
2 Applicable FPC/FFC -
FZ I B 1j Solder Height -
L : Crimp Tensile Strength -
UL FILE NO =

@& Applicable Terminal @ 125137S
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TERMINAL ASSEMBLY DRAWING AWG : #28 ~ #32
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